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INTRODUCTION

We thank you for purchasing the HNC6.1/ HNC5.1 speaker system. Your decision to be part of something
di erentis-what we strive for. Our products re ects who we are, going to the extent to deliver you
our nest comes natural.

The HNC6.1 component system is engineered to achieve a balanced sound reproduction.
Whether it is SQL or entirely SQ, the sound reproduced will appear natural.

We refer to it as SQL audiophile products, optimizing every aspect of the speaker to achieve
better e ciency, minimizing distortion, enhancing the frequency response & creating

audio reproduction based on Sound Quality for the listener.

For continious news & updates feel free to visit Z“at www.b2audio.com and on social media
www.facebook.com/sweetlikedanish - www.youtube.com/b2audio
www.instagram.com/b2_audio - www.twitter.com/b2_audio

*|t is essential that the HNC 6.1 speaker system is given time to allow the suspension to soften up. Also referred to as Burnin.

Depending on use, this may take several weeks. While this process is undergoing, it is not recommended to apply full ampli cation power according to the speakers specs.
Once the BurnIn has been done, the audio reproduction of the HNC6.1 will appear more natural & balanced.

| Better Bass

Better Bass is our philosophy of adding something extra without deterring the sound.
Keep in mind that continious exposure to SPL above 100 dB can seriously
damage your hearing. Today’s high power auto sound systems can easily
produce SPL over 140 dB. Enjoy your music with sense. '
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